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SOLARX-Lithium™ Series - XUNZEL

Batteries au lithium rechargeables (LiFePO4) de pointe avec BMS intégré,
spécifiguement congues et fabriquées pour les systemes photovoltaiques hors
réseau, les mini-éoliennes et les systémes de secours, ainsi que pour l'alimentation
des équipements électroniques, de télécommunications et IoT/IloT.

Réponse rapide et charge ultra-rapide. Une conception optimisée pour plus de
puissance dans les systemes hors réseau.

Spécialement congue pour une charge optimale et rapide dans les systémes solaires

hors réseau et pour remplacer directement les batteries plomb-acide scellées
traditionnelles AGM/GEL.
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Lithium

(> Batteries siires au lithium LiFePO4 (LFP, Li-iron, Li-Fe)

SOLARX-Lithium Series Avec BMS integre

Performance supérieure

* Plus de puissance

* Plus rapide et plus puissant

e Cycles et durée de vie plus longs

* Plage de températures de fonctionnement plus étendue
* Autodécharge tres faible

* Poids tres léger

Sécurité supérieure
@ e Pasd'entretien
e Scellé. IP56
* Sécurité totale et certifiée pour tout transport.
* Multi-position (peut étre installé dans n'importe quelle position).
* Systeme intégré de gestion de la batterie (BMS)
* Protections intégrées complétes
* Respect de I'environnement

SOLARX-Lithium 240-24

bject to change without notice.

Display: Etat de charge-SOC et Temperature

(SOLARX-Lithium-240-24) .
SOLARX-Lithium-5-6  (29Wh - 6.4V)

SOLARX-Lithium-5-12  (58Wh —12.8V)
SOLARX-Lithium-8-12  (96Wh -12.8V)
SOLARX-Lithium-14-12 (154Wh -12.8V)
SOLARX-Lithium-30-12 (333Wh-12.8V)
SOLARX-Lithium-48-12 (512Wh -12.8V)
SOLARX-Lithium-120-12 (1280Wh -12.8V)
SOLARX-Lithium-120-24-C (1280Wh -25.6V)

(modeéle avec port de communication série UART-485)
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SOLARX-Lithium-240-24 (2400Wh -25.6V)
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Code | Order Part
Number

Chemistry

Battery Type
Average Service Life
Nominal Voltage
Rated Capacity
Internal Resistance
Efficiency

Cycle Life @ 1C—
100%DoD / 30%DoD

Self Discharge

Maximum batteries in
Series/Parallel

Dimensions (mm)

Net Weight (kg)

Case | Terminal

Charge Method
Charge Voltage

Recommended Float
Voltage

Recommended/Maximu
m Charge Current

BMS Charge Cut-off
Voltage

Continuous Discharge
Current

Charge Temperature

Pulse Discharge Current

Recommended Voltage
Disconnect

BMS Discharge Cut-off
Voltage

Reconnect Voltage
Short Circuit Protection
Discharge Temperature
Storage Temperature
BMS High T° Cut-off

Compliance | Shipping
Class

SOLARXL56 SOLARXL512
6.4V 12.8v
29Wh 58Wh
4S/20P 4S/20P
70 x 47 x 90x 70 x
101 101
0.34 0.75

IP56. ABS, UL-94-VO

| F1
7.2~7.4V 14.4~ 14.8V
6.9V 13.8v
2A/ 4.5A 2A/2.5A
7.8V 0.1V 15.6V £ 0.2V
4.5A 5A
8A (<3 12A (<10
seconds) seconds)
4.6V 1ov
av 8V
4.6V 9.2V

SOLARXL812

12.8V

96Wh

45/20P

151x65x
94

11

1PS6. ABS, UL-
94-V0 | T1

14.4~14.8V

13.8V

aA/7.5A

15.6V 0.2V

15A

20A (<3
seconds)

1ov

8V

9.2V

CE | UKCA | UL | RoHs3 and REACH Compli

SOLARXL1412 SOLARXL3012 SOLARXL4812

Lithium Iron Phosphate — LFP - LiFePO,
Rechargeable - Secondary — With No Memory Effect

15 years (at 25°C)

12.8v 12.8v 12.8v
154Wh 333Wh 512Wh
< 30-40mQ
99%
>2000 cycles / >8000 cycles
< 2% in 30 days
45/20P 45/20P 4S/20P
151x 98 x 166 x 175 x 197 x 165 x
95 125 170
1.7 4.2 5.75
IP56. ABS, UL-94- IP56. ABS, UL- IPS6. ABS, UL-
VO | T2 94-V0 | M5 94-V0 | M6
Method: CC-CV
14.4~ 14.8V 14.4~14.8V 14.4~ 14.8V
13.8v 13.8v 13.8v
6A/ 12A 20A / 30A 20A / 40A
15.6V 0.2V 15.6V 0.2V 15.6V £ 0.2V
24A 30A 70A
0°to 50°C
30A (<3 seconds) (& (S
seconds) seconds)
1ov 1ov 1ov
8V 8V 8V
9.2V 9.2V 9.2V
200~600 pis
-30° to 65°C
-40° to 65°C
80°C
| WEEE C li | IEC62133, UL1642
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SOLARXL12012

12.8v

1280Wh

4S/20P

330x 173 x
212

10.00

14.4~14.8V

13.8v

50A / 100A

15.6V £ 0.2V

100A

500A (<5
seconds)

1ov

8V

9.2v

SOLARXL12024C

25.6V

1280Wh

25/20P

330x 173 x
212
10.00

IP56. ABS, UL-94-VO | M8

28.8~29.6V

27.6V

25A / 50A

31.2V+0.4V

50A

100A (<3
seconds)

20V

16V

18.4v

UN3480, Class 9, UN38.3

«r"&?\

iyt

SOLARXL24024

25.6V

2400Wh

25/20P

522 x 240 x
224

20.30

28.8~29.6V

27.6V

S0A / 100A

31.2v+0.2v

100A

200A (<3
seconds)

20V

16V

18.4v
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SO LA RX' Lit h | U m L Se rl ES « Batteries solaires rechargeables au lithium

CYCLE LIFE vs.DEPTH OF DISCHARGE(DOD)
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SO LA RX' Lit h | U m L Se rl ES « Batteries solaires rechargeables au lithium

CYCLE LIFE vs.DEPTH OF DISCHARGE(DOD) DISCHARGE CAE’T&LYA%‘;?%?(‘:JSTEMPERATURES
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SO LA RX' Lit h | U m L Se rl ES « Batteries solaires rechargeables au lithium

SOLARX-Lithium-5-6
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SOLARX-Lithium-48-12

165mm 197mm

158mm
166mm 170mm

SOLARX-Lithium-120-12
SOLARX-Lithium-120-24-C

[
|
j

173+2
+
214+2

330+2 ‘

Conector SOLARX-Lithium-120-24-C

17342

21242
21442

® ®

“:

GX-16 3-PIN

1:485A
2:4858
3:NA

1 Other connectors under request

SOLARX-Lithium-240-24

S2Zmm 40T

29mm
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SOLARX-Lithium-5-6 SOLARX-Lithium-5-12
Code | Order Part Number: SOLARXLS6 Code | Order Part Number: SOLARXL512

SOLARX-Lithium-8-12 SOLARX-Lithium-14-12
Code | Order Part Number: SOLARXL812 Code | Order Part Number: SOLARXL1412

SOLARX-Lithium-30-12 SOLARX-Lithium-48-12
Code | Order Part Number: SOLARXL3012 Code | Order Part Number: SOLARXL4812

t to change without notice.
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SOLARX-Lithium-120-12 SOLARX-Lithium-120-24-COM
Code | Order Part Number: SOLARXL12012 Code | Order Part Number: SOLARXL12024C

SOLARX-Lithium-120 / 24V COMM

UART/485 Communications Protocol

SOLARX-Lithium-240-24
Code | Order Part Number: SOLARXL24024

bject to change without notice.

errors.

forany

SOUARN-Lstrinrs ™ 28024 2s

The design and all photos and drawings on these sheets are protected by law and may not be distributed or reproduced, in whole or in part, or published or used for any purpose without the express written consent of XUNZEL.

XUNZEL - Xunzelis not

©COPYRIGTH XUNZEL™ se reserva el derecho a hacer modificaciones y mejoras sin previo aviso.
XU-92220422-MA

=
[/

¥ nunzel’

Industry Leading Technology for Off-Grid, Off-Shore and Backup Power Applications

info@xunzel.com

© Copyright Xunzel. Information contained in this document is subject to change without notice. www.xunzel.com




	Diapositiva 1
	Diapositiva 2
	Diapositiva 3
	Diapositiva 4
	Diapositiva 5
	Diapositiva 6
	Diapositiva 7
	Diapositiva 8

